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Euro X 28 Series

Rotary Hall Effect Sensor

Features include:-

» Temperature range up to 125 degrees C (short term 150)
» Redundant Output
» Sealed to IP65 (option IP67)

» Programmable angles upto 360 degrees

Applications:

» Gearbox
» Steering
» Throttle

» Suspension

¥ VARIOHM

Electrical Data

Measuring Range up to 360 degrees
Independant Linearity (measured range) +/-0.3%
Repeatability 0.1 degree

Max Hysteresis 0.1 degree

Resolution 12 Bit

Redundant optiont Yes

availability
Sampling rate 5kHz
Supply Voltage 5Vdc
(options available)
Output Voltage 0.5 -4.5Vdc
(options available)

Mechanical Data

Mechanical Range 360 continuous
Max Starting Torque 3Ncm

Max Rotating Speed 120 rpm
Protection class IP65 (option IP67)
Life expectancy (min) 50 million cycles
Temperature Range 125 degrees C
(short term 150)
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2841 version 2831 version

23

Euro X 28 Series Power supply voltage

2 Standard 5VDC

Output signal
2 Standard 10% ...90% of power supply

CORTELEC

@ Output characteristics
Standard:

Positive gradient CW
Optional:  Positive gradient CCW
Optional:  Redundant; positive gradient CW
Optional: ~ Redundant; positive gradient CCW
- Optional: ~ Redundant; crossed signal curves

Electrical connection

Vert-X 28 5V 1 Standard: Round cable 3pol

2 Optional: ~ Wires 4pol

Ordering code e
Version B 9 Optional:  Special cable; special wires

4  Optional:  Wires 6pol

Length of cable

02 Standard: 1.0m

06 Optional:  3.0m

10 Optional:  5.0m

99 Optional:  Special length

Length of wires
Optional: ~ 10cm
Optional: ~ 20cm
Optional: ~ 30cm
Optional: ~ 40cm
Standard: 50cm
Optional: ~ Special length

Vert-X 2 8 0 1 1 0 2

Electrical angle

36 Standard: Electrical angle 360°

xx Optional: 10 to 35; Declaration in 10° steps
99 Optional:  Special angle

Mechanical version gVARIOHM
2801 Standard: 6mm shaft D-shape ; IP54

2821 Optional: Push on coupling ; IP54

2831 Standard: 6mm shaft D-shape ; IP65 EURDSENSDR
2841 Optional: Push on coupling ; IP65

2899 Optional: Special shaft

2851 Optional:  Push on coupling IP67 Tel: +44 (0) 1327 351004 | Fax: +44 (0) 1327 353564
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