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Gear Shift Device: Tension / Compression sensor with analog output.
SN: S##t######
]

Texense sensors are designed for data logging. Should the users want to include
this sensor in a closed loop system, they must undertake total responsibility from
doing so.

Operator

Customer
Order
Product Ref GST-R-2-##H#-#-M#-tH#t- -4

Effort measurement

Range +500 to 3000 SW version Vi
Accuracy +5 %
Overload +5000 N
Mechanical overload® +10000
Analog output Ax26AWG FEP Tinned copper braided cable 250V 200°C
Length: 1000mm=+10% Tubing:
Offset (no force) 2.5 +0.025 Connector:
Offset drift with temperature <10 mv Color ‘ Euncien ‘ Pin
Gain drift with temperature 02 % Red Supply -
Cut off frequency 90 Hz Black ov _
+500N 40 mVv/N White Analog signal 0 - 5V -
£1000N 2.0 mV/N Green Reserved (do not connect) -
Sensitivity *1500N 1.3 mv/N Braid Connected to the case
+1750 N 1.1 mV/N Sensor readings
+2000 N 10 mV/N Force (N) Output signal (V)
+3000 N 08 0 Y
Electrical features 300 Y
Supply Voltage 152\/vvve§;?onn 61016 \Y Sensitivity (mV/N) ... mV/N
Mechanical features -Full scale 0.500V
Dimensions (without cable) 57x15x15 0 2500V
Material Ti 6-4 + Aluminum cover Full scale 4500V

Weight (without cable) 185
Environment
Protection P65
Vibration test 20Gpp 5
Shock 500 G
Accuracy temp -20to +85 °C
Operating Temp -40to +85 °C

Storage Temp -40to +85 °C
The maximum load the sensor can withstand without invalidating
measurements specification.

(2)  The maximum load the sensor can withstand without breaking.
(3) The output signal is ratiometric with supply voltage. Absolute maximum
rating is 5.5V.

/ Nominal Torque : 5 N.m
V4 Max Torque  : 10N.m

Thread 1

Thread 2

«T» code: positive signal for tension

« C» code: positive signal for compression
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Mechanical drawing

e Male M8 thread (Example ref: GSTR-2-###-#-M8-CW-CCW-#):
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® Female M6 thread (Example ref: GSTR-2-###-#-M6F-CW-CCW-#):
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Ordering information
Ordering ref:
GST-R-2 - Range - Direction - M@Type - Thread1 - Thread2-Supply Bx: GST-R-2-1000-T-M6F-CW-CCW-5
. —
500: +500N L
1000: +1000N CW: Clockwise
1500: +1500N CCW: Counterclockwise
1750: £1750N
2000: =2000N 5:5V supply (ratiometric output)
3000: +3000N 12: 6V to 16V supply
M6F: Female M6
T:Tension M8: Male M8
C: Compression —
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