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Date  Operator  

Customer   

Order  

Product Ref A-CAN-FD-DG-V4-4-### 

SW version V#.## 

ANA input s 

Range  0 to 5 V 

Accuracy  
-40°C to 0°C ±7.5 

mV 
0°C to 125°C ±1.5 

Resolution  0.1 mV 

Sampling frequency  4 kHz 

Input pull -up 4.7 MΩ 

Input impedance  >1 MΩ 

RTD measurement  

Range  100Ω to 1MΩ Ω 

Accuracy  

(in the range 800 Ω to 2500 Ω)  
±1 Ω 

Resolution  0.1 Ω 

Sampling frequency  4 kHz 

RTD Temperature calculation  

RTD model  Pt 1000 

Range  -40 to +400 °C 

Accuracy  

[-40°C; 0°C] 

[80°C;125°C] 
±2 

°C 

0°C to 80°C ±0.6 

Internal temperature measurement  

Range  -40 to +125 °C 

Accuracy  ±0.25 °C 

CAN features 

CAN bus type  CAN 2.0 A, CAN 2.0 B or CAN FD 

Termination resistor   □ yes                    no 

CAN baudrate  125k to 1M bps 

CAN datarate 500k to 8M bps 

Output 

Frequency  

ANA 1Hz to 1kHz, or on request 

RTD 10Hz 

Electrical features 

Input supply voltage  6V to 30 V (see §Supply stage) 

Input supply current at 12V  
≤ 50 mA internal 

≤ 400mA with max load 

Output supply voltage  8.5V, 12V or Direct 

Protection (channel 1 to 8)  eFuse 

Channel  

Sensor readings  

ANA input  RTD 

@500mV @4500mV @1200.7 @1994.6 

#1 …mV  …mV  …  …  

#2 …mV  …mV  …  …  

#3 …mV  …mV  …  …  

#4 …mV  …mV  …  …  

#5 …mV  …mV  …  …  

#6 …mV  …mV  …  …  

#7 …mV  …mV  …  …  

#8 …mV  …mV  …  …  

CAN Data parameters  

CAN type   CAN 2.0A - 

CAN b audrate 1M bps 

CAN datarate 1M bps 

Integration  400 Sample 

Consolidate  1 Sample 

Rx trig frame ID 0x7F0 Hex 

Tx01 frame ID 0x3F0 Hex 

Tx02 frame ID 0x3F4 Hex 

Tx03 frame ID 0x3F8 Hex 

Tx04 frame ID 0x3FC Hex 

Tx05 frame ID 0x400 Hex 

Texense sensors are designed for data logging. Should the users want to include 
this sensor in a closed loop system, they must undertake total responsibility from 
doing so.

 

A-CAN -FD -DG-V4-4 
8 channels analog to CAN FD converter for voltage and RTD  

A-CAN-FD-DG-V4-4-###   SN: D########
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Mechanical  

 

 

 

 

 

 

 

 
 

 

 

 

 

Pinout  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

  

Mechanical features 

Dimension  23 x 26 x 85 mm 

Material Aluminium 

Weight 60 g 

Environment al features 

Protection IP65 

Vibration test 20Gpp5’ 

Shock  500 G 

Operating Temp  -40 to +125 °C 

Storage Temp  -40 to +125 °C 

8x Channel c onnectors (#1 to #8) 

Connector ref: 8STA0-0205SN 
Mating connector ref: 8STA6-0205PN 

Pin Function  

1 Supply output 

2 0V 

3 ANA input 

4 RTD + 

5 RTD - 

Main connector 

Connector ref: 8STA0-0205PN 
Mating connector ref: 8STA6-0205SN 

Pin Function  

1 Supply 

2 0V 

3 CAN Low 

4 CAN High 

5 
Reserved (do not 

connect) 
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Wiring 

For each channel  connector : 
 

 

 

 

 

 

 

 

 

 

 

 

 

Note:  

- Sensors have to be compatible with supply voltage and supply current (see §Supply stage). 
- All signals must be isolated from any other conductive part with at least 100MΩ under 50V. 

Supply stage  

Each supply ouput  is protected by a 60mA eFuse. In the event of a short circuit on one output, the corresponding power 
supply will automatically shut down. Since the protection is independent for each output, a fault on one output will not affect 
power delivery to the others.The eFuse includes an automatic retry mechanism to restore operation once the short circuit 
condition is cleared. In addition, the main connector is protected by a 3 A eFuse. 

Multiple supply stage configurations are available when ordering: 

Ordering code  Output voltage  Input voltage range  Output current  

8.5V Regulated 8.5V 10.5V to 30V 
30mA per connector 

12V Regulated 12V 14V to 30V 

Direct 
= Input supply voltage 

(not regulated) 
6V to 30V 45mA per connector 

Ordering information  
 

 

 
 

 

 

 

 

1 

2 

3 

4 

5 
RTD 

RTD +  

Supply output  

GND 

RTD - 

ANA signal (0 -5V) 

 

 

 

 

          A-CAN-FD-DG-V4-4 

   

  

 

 

 

Pressure & Temperature 

Sensor 

 

 

GND 

Supply input  Supply stage  

RTD 

Ordering ref:   

              A-CAN-FD-DG-V4-4-Supply 

 

       

   8.5V 

    12V 

                Direct 

 

Ex: A-CAN-FD-DG-V4-4-8.5V 
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CAN 2.0 data  

TX Frame #01 ( Output rate depends on number of samples integrated)         

ID Byte 0 Byte 1 Byte 2 Byte 3 Byte 4 Byte 5 Byte 6 Byte 7 

0x03F0 

(default) 

MSB LSB MSB LSB MSB LSB MSB LSB 

Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  

Channel 1 voltage Channel 2 voltage Channel 3 voltage Channel 4 voltage 

0.1mV/bit 0.1mV/bit 0.1mV/bit 0.1mV/bit 

           

TX Frame #02 ( Output rate depends on number of samples integrated)            

ID Byte 0 Byte 1 Byte 2 Byte 3 Byte 4 Byte 5 Byte 6 Byte 7 

0x03F4 

(default) 

MSB LSB MSB LSB MSB LSB MSB LSB 

Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  

Channel 5 voltage Channel 6 voltage Channel 7 voltage Channel 8 voltage 

0.1mV/bit 0.1mV/bit 0.1mV/bit 0.1mV/bit 

           

TX Frame #03 (10Hz output rate)             

ID Byte 0 Byte 1 Byte 2 Byte 3 Byte 4 Byte 5 Byte 6 Byte 7 

0x03F8 

(default) 

MSB LSB MSB LSB MSB LSB MSB LSB 

Signed integer 16bits Signed integer 16bits  Signed integer 16bits  Signed integer 16bits  

Channel 1 RTD temp. Channel 2 RTD temp. Channel 3 RTD temp. Channel 4 RTD temp. 

0.1°C/bit 0.1°C/bit 0.1°C/bit 0.1°C/bit 

      

TX Frame #04 (10Hz output rate)             

ID Byte 0 Byte 1 Byte 2 Byte 3 Byte 4 Byte 5 Byte 6 Byte 7 

0x03FC  

(default) 

MSB LSB MSB LSB MSB LSB MSB LSB 

Signed integer 16bits Signed integer 16bits  Signed integer 16bits  Signed integer 16bits  

Channel 5 RTD temp. Channel 6 RTD temp. Channel 7 RTD temp. Channel 8 RTD temp. 

0.1°C/bit 0.1°C/bit 0.1°C/bit 0.1°C/bit 

      

TX Frame #05 (10Hz output rate)            

ID Byte 0 Byte 1 Byte 2      

0x0400 

(default) 

MSB LSB -      

Signed integer 16bits 
Unsigned 

integer 8bits 
   

Internal temperature eFuses diags(1)    

0.1°C/bit -    
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CAN FD data  

If the CAN FD type is selected (see parameter 0x00 below), data frames will be transmitted using the CAN FD 

protocol with the following format: 

TX Frame #01 ( Output rate depends on number of samples integrated and consolidated)         

ID Byte 0 Byte 1 Byte 2 Byte 3 Byte 4 Byte 5 Byte 6 Byte 7 

0x03F0 

(default) 

MSB LSB MSB LSB MSB LSB MSB LSB 

Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  

Channel 1 voltage Channel 2 voltage Channel 3 voltage Channel 4 voltage 

0.1mV/bit 0.1mV/bit 0.1mV/bit 0.1mV/bit 

Byte 8 Byte 9 Byte 10 Byte 11 Byte 12 Byte 13 Byte 14 Byte 15 

MSB LSB MSB LSB MSB LSB MSB LSB 

Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  

Channel 5 voltage Channel 6 voltage Channel 7 voltage Channel 8 voltage 

0.1mV/bit 0.1mV/bit 0.1mV/bit 0.1mV/bit 

 
          

TX Frame #03 (10Hz output rate)             

ID Byte 0 Byte 1 Byte 2 Byte 3 Byte 4 Byte 5 Byte 6 Byte 7 

0x03F8 

(default) 

MSB LSB MSB LSB MSB LSB MSB LSB 

Signed integer 16bits Signed integer 16bits  Signed integer 16bits  Signed integer 16bits  

Channel 1 RTD temp. Channel 2 RTD temp. Channel 3 RTD temp. Channel 4 RTD temp. 

0.1°C/bit 0.1°C/bit 0.1°C/bit 0.1°C/bit 

Byte 8 Byte 9 Byte 10 Byte 11 Byte 12 Byte 13 Byte 14 Byte 15 

MSB LSB MSB LSB MSB LSB MSB LSB 

Signed integer 16bits Signed integer 16bits  Signed integer 16bits  Signed integer 16bits  

Channel 5 RTD temp. Channel 6 RTD temp. Channel 7 RTD temp. Channel 8 RTD temp. 

0.1°C/bit 0.1°C/bit 0.1°C/bit 0.1°C/bit 

      

TX Frame #05 (10Hz output rate)            

ID Byte 0 Byte 1 Byte 2      

0x0400 

(default) 

MSB LSB -      

Signed integer 16bits 
Unsigned 

integer 8bits 
   

Internal temperature eFuses diags(1)    

0.1°C/bit     

 
(1) eFuses diags definition:  

 

 eFuses diags  

Bit  7 6 5 4 3 2 1 0 

Name  - - - - - - Connector 5 to 8 fault  Connector 1 to 4 fault  

Description  

      A short circuit event has 

been detected on 

connectors 5, 6, 7 or 8. 

A short circuit event has 

been detected on 

connectors 1, 2 3 or 4. 
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Consolidation  
Up to 4 consecutive samples can be packed into frame Tx01 in CAN FD mode. Thanks to this features, higher sampling 

rates can be achieved without overloading the CAN bus. If the parameter “Consolidation” is set to k, then frame Tx01 

contains k samples arranged as follows: 

TX Frame #01 format with consolidation  

ID Byte 0 Byte 1 Byte 2 Byte 3 Byte 4 Byte 5 Byte 6 Byte 7 

0x03F0 

(default) 

MSB LSB MSB LSB MSB LSB MSB LSB 

Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  

Channel 1 voltage at t1 Channel 2 voltage at t1 Channel 3 voltage at t1 Channel 4 voltage at t1 

0.1mV/bit 0.1mV/bit 0.1mV/bit 0.1mV/bit 

Byte 8 Byte 9 Byte 10 Byte 11 Byte 12 Byte 13 Byte 14 Byte 15 

MSB LSB MSB LSB MSB LSB MSB LSB 

Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  

Channel 5 voltage at t1 Channel 6 voltage at t1 Channel 7 voltage at t1 Channel 8 voltage at t1 

0.1mV/bit 0.1mV/bit 0.1mV/bit 0.1mV/bit 

 Byte 16 Byte 17 Byte 18 Byte 19 Byte 20 Byte 21 Byte 22 Byte 23 

 MSB LSB MSB LSB MSB LSB MSB LSB 

 Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  

 Channel 1 voltage at t2 Channel 2 voltage at t2 Channel 3 voltage at t2 Channel 4 voltage at t2 

 0.1mV/bit 0.1mV/bit 0.1mV/bit 0.1mV/bit 

 …  

 Byte 16k-8 Byte 16k-7 Byte 16k-6 Byte 16k-5 Byte 16k-4 Byte 16k-3 Byte 16k-2 Byte 16k-1 

 MSB LSB MSB LSB MSB LSB MSB LSB 

 Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  Unsigned integer 16bits  

 Channel 5 voltage at tk Channel 6 voltage at tk Channel 7 voltage at tk Channel 8 voltage at tk 

 0.1mV/bit 0.1mV/bit 0.1mV/bit 0.1mV/bit 

• 8 analog channels are available for each sampling time (t1, t2, …, tk). 

• Frame Tx01 size = 16 × k bytes , where k = number of consolidated samples. 
• Only Tx01  is affected by the consolidation and integration parameters. 

• Within the frame, t1 is the oldest sample , and tk is the latest sample available  when the frame is 
transmitted. 

Output rate  
The output rate for frame Tx01 can be calculated with the following formula: 

• CAN mode: 𝑂𝑢𝑡𝑝𝑢𝑡 𝑟𝑎𝑡𝑒(𝐻𝑧) =
𝐹𝑠𝑎𝑚𝑝𝑙𝑖𝑛𝑔

𝐼𝑛𝑡𝑒𝑔𝑟𝑎𝑡𝑖𝑜𝑛
 

• CAN FD mode: 𝑂𝑢𝑡𝑝𝑢𝑡 𝑟𝑎𝑡𝑒(𝐻𝑧) =
𝐹𝑠𝑎𝑚𝑝𝑙𝑖𝑛𝑔

𝐼𝑛𝑡𝑒𝑔𝑟𝑎𝑡𝑖𝑜𝑛∗𝑐𝑜𝑛𝑠𝑜𝑙𝑖𝑑𝑎𝑡𝑖𝑜𝑛
 

With 𝐹𝑠𝑎𝑚𝑝𝑙𝑖𝑛𝑔 = 4000𝐻𝑧. 

The output rate from frame #01and #02 is limited to 1kHz. 

Since the Consolidation parameter is not available in CAN mode, parameter 0x05 is only considered in CAN FD mode. 
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Changing parameters  

 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 
 

 
 

For complete information, contact us at info@texense.com 
(1) Integration cannot be lower than 4 in CAN 500kps. 
(2) Integration cannot be lower than 8 in CAN 250kbps. CAN FD type cannot be selected with 250kbps nominal baudrate. 
(3) Data baudrate cannot be set lower to CAN baudrate. Data baudrate cannot be set to 1Mbps if CAN baudrate it set to 

500kpbs. 

 

Address  Parameter Raw values Values Comments  

0x00 CAN type 

0x00 CAN2.0A Standard default 

0x01 CAN2.0B Extended 

 0x02 CAN FD Standard 

0x03 CAN FD Extended 

0x01 CAN baudrate 

0x00 1Mbps default 

0x01 500 Kbps(1)  

0x02 250 Kbps(2)  

0x02 CAN data rate(3) 

0x00 1Mbps default 

0x01 500 Kbps 

 

0x10 8 Mbps 

0x11 5 Mbps 

0x12 4 Mbps 

0x13 2 Mbps 

0x03 
Integration 

Number of samples to be integrated, this parameter 

will change output rate, see Output rate paragraph. 

MSB 
Default 400 

0x04 LSB 

0x05 Consolidation 
Number of samples to consolidate into a single CAN 

FD frame. Only relevant in CAN FD mode. Maximum 4. 
Default 1 

0x06 
Unused 

0x07 

0x08 
Tx01 frame ID 

if CAN2.0A: 0 to 0x7F0 

if CAN2.0B: 0 to 0xFFFF (except 0x7F1 and 0x7F3) 

MSB Default 

0x03F0 0x09 LSB 

0x0A 
Tx02 frame ID 

if CAN2.0A: 0 to 0x7F0 

if CAN2.0B: 0 to 0xFFFF (except 0x7F1 and 0x7F3) 

MSB Default 

0x03F4 0x0B LSB 

0x0C 
Tx03 frame ID 

if CAN2.0A: 0 to 0x7F0 

if CAN2.0B: 0 to 0xFFFF (except 0x7F1 and 0x7F3) 

MSB Default 

0x03F8 0x0D LSB 

0x0E 
Tx04 frame ID 

if CAN2.0A: 0 to 0x7F0 

if CAN2.0B: 0 to 0xFFFF (except 0x7F1 and 0x7F3) 

MSB Default 

0x03FC 0x0F LSB 

0x10 
Tx05 frame ID 

if CAN2.0A: 0 to 0x7F0 

if CAN2.0B: 0 to 0xFFFF (except 0x7F1 and 0x7F3) 

MSB Default 

0x0400 0x11 LSB 

Must be setup according to Texense CAN protocol, or by using the tWist® 

software (texense Windows software tool ) with the tSIB ( texense Smart 

Interface Box).  
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